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Abstract — Please prepare your manuscript based on the format instructions detailed in the template. Manuscripts which obviously violate the format instructions will be rejected automatically. Use 9 point Times New Roman Bold font for the abstract. 
Index Terms — Transistors, ceramics, coaxial resonators, delay filters, delay-lines, power amplifiers (Use the alphabetical order).

I. INTRODUCTION
Authors should submit papers in PDF format. Paper size is A4. Please read through this entire template carefully before you start using it to create your paper! The maximum length of the paper is 4 page including text and figures/tables. The accepted papers will be published in the Proceedings without any changes. Do not number the pages. 
II. DETAILED TEXT FORMATTING
For the Title use 18-point Times (Roman) font. Its paragraph description should be set so that the line spacing is single with 6-point spacing before and 6-point spacing after (Format --> Paragraph --> Indents and Spacing). The font description for the Author List and Authors' Affiliation(s) should be 12-point Times. The paragraph descriptions should be set so that the line spacing is single with 6-point spacing before and after. Use an additional line spacing of 12 points before the beginning of the double column section, as shown above
Using A4 paper (210 mm  297 mm), the top & bottom margins should be 2.59 cm (1.02") and left & right margins should be 1.42 cm (0.56") with .48 cm (.19") between columns.
Each major section begins with a Heading in 10 point Times font centered within the column and numbered using Roman numerals (except for ACKNOWLEDGEMENT and REFERENCES), followed by a period, a single space, and the title using an initial capital letter for each word. The remaining letters are in SMALL CAPITALS. The paragraph description of the section heading line should be set for 6 points before, 6 points after, and the line spacing should be set to exactly 12 points.
For the body of your paper, use 10-point Times font and set your line spacing at "exactly 12 points" with 0 points before and after. Indent each paragraph by 0.125 inches. 
A. Major Subsections
As shown, denote subsections with left justified 10-point times Italic. Order them with capitalized alphabetic characters (A, B,...). Follow the letter designation with a period, a single space, and then the subsection title capitalizing the first letter of each word. The paragraph description of the subsection heading is set to "exactly 12-point" line spacing with 6 points before and after.
B. Equations
Equations should be centered in the column and numbered sequentially. Place the equation number to the right of the equation within a parenthesis.
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Fig. 1 (a) 2-level ID RTN time domain signal, (b) the histogram of current fluctuation, where the inset is time lag plot of the measured RTN, and (c) measured results of a 2-level Id RTN frequency domain signal.
C. Figures
Figures should be embedded within the corresponding paragraphs and aligned with the text, rather than placed separately. Figures and tables can be formatted in either single-column or double-column layout, as needed. The text in figures should be large enough to be clearly readable.

III. CONCLUSION
Summarize your work here. 
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Fig. 2 This igure shows the TEM images of a
channel length, L= 147 nm, ZnON TFT. Magnified
view focusing the chanel center is shown on the right





